






Using the CPGLog Data Logger Evaluation Software, the 
logger data recorded in the CPG1000 can be transferred via 
an interface cable to a PC and there stored in an EXCEL® 
file for further documentation and evaluation.

�� Various logger intervals, from 1 second up to 1 hour, can 
be chosen.

�� Data records can range from only a few seconds up to 
several weeks

�� Recording of the pressure value and the sensor tempera-
ture simultaneously -> ideally suited to leak testing

�� 4 different data collection modes are possible, all data 
recorded or also only the required points

-	Continuous (records all data within a pre-defined 
interval)

-	High (records only those points which lie above a 
previously-defined point)

-	Low (records only those points which lie below a 
previously-defined point)

-	Delta (records only those points which, during an 
interval, lie outside a predefined range)

�� A maximum of 8500 points can be memorised
�� Various data points can be recorded:

-	Value at the end of an interval 
-	Average value
-	Minimum value
-	Maximum value
-	Median value
-	Average/Minimum/Maximum value

Data export to an Excel® 

file for example

CPGLog Data Logger Evaluation Software 

Scope of delivery (Software):

�� CD CPGLog software
�� RS-232 interface cable
�� RS-232 via USB adapter
�� CPGLog Operating Instructions in English  
(Order No: 11501511)
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Calibration case with Model CPG1000 precision digital 
pressure gauge and Model CPP30 hand test pump for 
pressures from -0.95 up to +35 bar consisting of:

�� Plastic service case with foamed insert
�� Precisions digital pressure gauge Model CPG1000
�� Pneumatic hand test pump model CPP30; -0.95 ... +35 bar

Available pressure ranges:
see specification on page 3.

Further specifications see data sheet CT 91.06Calibration case, pneumatic

Calibration case, hydraulic

Complete test and service cases with pressure generation

Recommended pressure generation

Pneumatic hand test pump Model CPP30

�� Pressure range: -0.95 ... +35 bar

Further specifications see data sheet CT 91.06

Calibration case with Model CPG1000 precision digital 
pressure gauge and Model CPP700-H hydraulic hand 
test pump for pressures from 0 up to 700 bar consisting 
of:

�� Plastic service case with foamed insert
�� Precision digital pressure gauge Model CPG1000
�� Hydraulic hand test Pump Model CPP700-H; 0 ... 700 bar

Available pressure ranges:
see specification on page 3.

Further specifications see data sheet CT 91.06

Hydraulic hand test pump Model CPP700-H

�� Pressure range: up to 700 bar

Further specifications see data sheet CT 91.07

Pneumatic Hand Test Pump Model CPP30

Hydraulic Hand Test Pump Model CPP700-H
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WIKA Alexander Wiegand GmbH & Co. KG
Alexander-Wiegand-Straße 30
63911 Klingenberg/Germany
Tel.	 (+49) 9372/132-0
Fax	 (+49) 9372/132-406
E-mail	 info@wika.de
www.wika.de

Specifications and dimensions given in this leaflet represent the state of engineering at the time of printing.
Modifications may take place and materials specified may be replaced by others without prior notice. 
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Scope of supply

�� Precision Digital Pressure Gauge CPG1000
�� Operation instruction
�� Calibration certificate 3.1 per DIN EN 10 204
�� 3 x AA batteries
�� Adapter ¼" NPT female on G ½ male 
�� Protective rubber boot for case

Options

�� DKD calibration certificate
�� External 24 V DC power input
�� Back mount process connection

Accessories

�� Data logger evaluation software CPGLog
�� Panel mounting flange (only with back mount process 
connection)

�� Various pressure adapters
�� RS-232 interface cable
�� USB serial adapter

Products and Services within our Calibration Technology Program

�� DKD calibration services for pressure
�� Repair of calibration units of all makes
�� Portable pressure measuring devices for test and 
calibration tasks

�� Precision pressure measuring units and pressure  
controllers

�� Primary standards for pressure
�� Testing technology system solutions

�� DKD calibration services for temperature
�� Dry well temperature calibrators
�� Calibration baths and furnaces
�� Temperature measuring instruments for test and calibra-
tion tasks

�� Precision thermometers
�� Primary standards for temperature
�� Consulting and seminars


