














Data logger evaluation software GSoft

The data logger evaluation software GSoft allows stored data
from the internal data logger (of a hand-held pressure indica-
tor model CPH6200/CPH62I0 or of a hand-held thermometer
model CTH6200) to be displayed as a table or chart on a PC.

Easy operation due to self-explanatory icon buttons
Data of a pressure and temperature hand-helds in one
diagram possible (2 separate y-Axes)

Zoom function available

Remote operation via PC possible

Data can be exported to Excel®, etc.

Language: English/German/French/Spanish

System requirements

IBM compatible PC (Pentium™)

At least 20 MB hard disc capacity available

CD-ROM drive

At least 32 MB main memory

WindowsTM 95, 98, 2000, XP Vista, Windows 7 or NT 4.0
(with Service Pack 3.0) or better

Mouse

One unassigned serial interface or one USB-Port (via
interface cable)

Data export to R
anExcel® pA» YAE
example

Easy operation with self-explanatory icon buttons

Main toolbar
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File functions: open, save, print

. Logger functions: start communication, start logger, stop,

read logger data

Data display: create chart
Interface configuration
Program information
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Diagram toolbar
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Settings: grind and colour settings, manual zoom
Zoom: all, left or right y-Axes (via mouse), back
Rename chart

Cursor on/off (Info footer)

Legend on/off

(Measurement points) on/off

Add/erase measuring series

Comment-labels to a measuring point: add, delete
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Calibration software EasyCal

WIKA calibration software has been developed for the
calibration of mechanical and electronic pressure gauges
according to ISO 9000 (periodical calibration tests).

B Calibration assistant that guides you through the calibra-
tion

m User-friendly menu

B Automatic generation of calibration steps according to
EN 837-1

| Certificates 3.1 in accordance with EN 10204

B Customised test protocols possible (Access Report
Designer)

B Archiving of calibration data as well as instrument admin-
istration via access database

B |Language: English/German/French/Spanish

Demo-Version available (free of charge)

Calilnatiun ass il - Slep 4

Test cycle 1000001

Please define the calbration cycle.
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Abnahmapeifrssgeis nach EN 10208 - 3.1 le K i“

Catonunon Conboate
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Scope of supply

B CPH6200 incl. 9 V-battery

B One sensor connection cable per channel
B Calibration certificate 3.1 per DIN EN 10204
B Choice of sensors

Options

B CPH6200-S2: 2-channel version
(Differential pressure measurement between 2 connected
CPT6200 pressure sensors possible)

B CPH62I0: Intrinsically safe version
(see data sheet CT 11.02)

B DKD/DAKKS certificated accuracy of 0.2 % or 0.1 %

B Sensors for oxygen applications

Accessories

Pressure adapters
B Various pressure adapters
B Quick-connect process connection system “Minimess”

Power supply
B Power supply unit
B Rechargeable battery and charger

Pressure generation

B Pneumatic test pumps

B Hydraulic test pumps

B [ntegral reservoir and pressure hoses

Intrinsically safe version CPH6210-S1

Service cases
B Test and measuring cases
B Various calibration cases incl. test pump

Software

B Data logger evaluation software GSoft for CPH6200/
CTH6200

B Calibration software EasyCal light for the CPH6200

Products and services within our calibration technology program

B DKD/DAKKS calibration services for pressure

B Repair of calibration units of all makes

B Portable pressure measuring devices for test and calibra-
tion tasks

B Precision pressure measuring units and pressure
controllers

B Primary standards for pressure

B Testing technology system solutions

DKD/DAKKS calibration services for temperature

Dry well temperature calibrators

Calibration baths and furnaces

Temperature measuring instruments for test and calibra-
tion tasks

Precision thermometers

Primary standards for temperature

Consulting and seminars

The specifications given in this document represent the state of engineering at the time of publishing.

We reserve the right to make modifications to the specifications and materials.
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