












Complete test and service cases

Service case incl. hydraulic pressure generation

Service case incl. pneumatic pressure generation

CPH6000 service case I

Calibration case with model CPH6000 ProcessCalibra-
tor for pressures consisting of:

■■ Plastic service case with foam insert
■■ ProcessCalibrator model CPH6000
■■ Sensor cable for external operation of sensor
■■ Test-cable set with connectors
■■ Charger
■■ Interface cable
■■ Various seals
■■ Space for different CPT6000 reference pressure sensors

Available pressure ranges: see specifications on page 3

Calibration case with model CPH6000 ProcessCalibra-
tor and model CPP30 hand test pump for pressures 
-0.95 up to +35 bar consisting of:

■■ Transport case with model CPH6000 ProcessCalibrator
■■ Pneumatic hand test pump model CPP30, -0.95 ... +35 bar
■■ Sensor cable for external operation of sensor
■■ Test-cable set with connectors
■■ Charger
■■ Interface cable
■■ Various seals
■■ Space for different CPT6000 reference pressure sensors

Available pressure ranges: see specifications on page 3

Calibration case with model CPH6000 ProcessCali-
brator and model CPP1000-L hand spindle pump for 
pressures up to 1,000 bar consisting of:

■■ Transport case with model CPH6000 ProcessCalibrator
■■ Hydraulic hand spindle pump model CPP1000-L up to 

1,000 bar
■■ Sensor cable for external operation of sensor
■■ Test-cable set with connectors
■■ Charger
■■ Interface cable
■■ Various seals
■■ Space for different CPT6000 reference pressure sensors

Available pressure ranges: see specifications on page 3
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Scope of delivery
■■ ProcessCalibrator model CPH6000
■■ Battery charger
■■ Test-cable set with various connectors
■■ 3.1 calibration certificate per EN 10204
■■ Choice of sensor technology

Options
■■ DKD/DAkkS certified accuracy
■■ Sensors for oxygen applications

Accessories
Connection adapters

■■ Various pressure adapters
■■ "Minimess" quick-connect process connection system

Power supply
■■ Battery charger

Connection cable
■■ Test-cable set with various connectors
■■ USB or RS-232 interface cable

Pressure generation
■■ Pneumatic pumps
■■ Hydraulic pumps
■■ Integral reservoir and pressure hoses

Service cases
■■ Measuring cases
■■ Various calibration cases incl. test pump

Software
■■ PrintCal calibration certificate print tool
■■ EasyCal Standard calibration software

Software: PrintCal

Software: EasyCal
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Ordering information
CPH6000 / Ingress protection / Additional cable for reference pressure sensor / Software / Interface cable / Test pump / 
Carrying case / Additional order details

CPT6000 / Pressure application area / Unit / Pressure range / Process connection / Special design features / Typ of certificate / 
Additional order details


