












CPH6600 dirt trap

The CPH6600 should only be used with dry and clean test 
items. Soiling of the integrated pump, for example, through 
contaminated test items, can cause a defect or require the 
pump to be cleaned.

By using the dirt trap specifically developed for the CPH6600, 
contamination of the intrgrated pump can be prevented. 

Using the dirt trap

The dirt trap is attached, hand-tight, to the calibrator's 
pressure connection. The seal is made by the O-Ring 
incorporated into the dirt trap's 1/8 NPT male thread. The 
maximum working pressure is limited to 35 bar. 

The test item is mounted on the top of the dirt trap, using 
a suitable sealing method. The connection to the test item 
is usable universally as 1/8 NPT or 1/8" BSP. Use a ⅞" or 
23 mm spanner on the hex of the upper pressure port to 
connect the test item with the dirt trap.

As soon as either moisture or dirt can be seen in the 
transparent chamber, the dirt trap should be removed and 
cleaned.

Once the upper dirt trap connection has been unscrewed, the 
transparent acrylic chamber and the O-ring can be removed 
and cleaned with a clean cloth.

Hand-held pressure indicator with mounted dirt trap

Dirt trap

Output to calibrator

⅞" or 23 mm spanner

Input
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Scope of delivery

■■ Model CPH6600 hand-held pressure calibrator with 
integrated pump

■■ Operating instructions
■■ Test leads
■■ Calibration hose with ⅛ NPT male thread connections 
■■ Adapter set ⅛ NPT female to ¼ NPT female, ⅛ NPT 

female to ¼ BSP female, ⅛ NPT female to G ½ female
■■ PTFE thread seal tape
■■ 8 type AA batteries
■■ 3.1 calibration certificate per DIN EN 10204

Accessories

■■ Dirt trap
■■ Pt100 resistance thermometer
■■ Battery set, consisting of four rechargeable AA batteries
■■ Battery charger set, including four rechargeable AA batter-

ies, quick charger, cable, adapters
■■ Service case

Option

■■ DKD/DAkkS certified accuracy

Hand-held pressure calibrator with integrated hand 
pump

Hand-held pressure calibrator with service case
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We reserve the right to make modifications to the specifications and materials.

Ordering information
Model / Unit / Pressure range / Type of certificate / Temperature probe / Temperature calibration / Dirt trap / Transport case / 
Additional ordering information


