






SETUP-menu

Pressure unit (40 available)

Measured value

Optional available Function-Button:
■■ Tare 
■■ Zero (permanent zero point correc-

tion)

Optionally available Functions:
■■ min/max-storage
■■ Rate (s/min/h/3h)
■■ Barometer

Language-selection 
(12 available)

Channel 
selection Calibration-SETUP

Interface-SETUP

Remote-status
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The device is available with 1 or 2 internal precision pressure sensors (single or dual-channel version). The representation 
of the sensor signal(s) incl. optional functions can be easily configured via the Setup-Button on the upper right of the touch-
screen.
For a fast access to the pressure unit selection, there is a separate button directly above the measured value.

Single-channel version

a)	Standard screen representation

b)	Screen representation incl. extra-functions enabled (via SETUP menu)

Further optionally available functions
■■ Head correction
■■ ���¿�½�Ä�·�Â���p�Â�Ê�»�È�¿�Ä�½
■■ ���¿�n�»�È�»�Ä�Ê�¿�·�Â���Ã�»�·�É�Ë�È�»�Ã�»�Ä�Ê (only possible with dual-channel versions)

Dual-channel version (2 internal precision pressure sensors) incl. some functions enabled

Explanations for the bottom-toolbar

A toolbar with the following functions is located at the bottom of the display. By pressing a particular button the respective 
submenu will pop up.
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Interface communication via RS-232 or IEEE-488.2

Automatic calibration via CPG2500 and EasyCal PC calibration software
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The WIKA calibration software has been developed for the 
calibration (control of test and measurement equipment) of 
mechanical and electronic pressure gauges in accordance 
with ISO 9000.

Performance data for EasyCal professional:
■■ Calibration assistant that guides through a calibration
■■ User-friendly menu
■■ Automatic generation of calibration steps per EN 837-1
■■ 3.1 Certificates per EN 10 204
■■ Customised test protocols possible (Access Report-

Designer)
■■ Archiving of calibration data as well as instrument admin-

istration via Access database
■■ Language: English/German

Demo-Version available (free of charge)



WIKA Alexander Wiegand SE & Co. KG
Alexander-Wiegand-Straße 30
63911 Klingenberg/Germany
Tel.	 (+49) 9372/132-0
Fax	 (+49) 9372/132-406
E-mail	 info@wika.de
www.wika.de

The specifications given in this document represent the state of engineering at the time of publishing.
We reserve the right to make modifications to the specifications and materials.
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Scope of supply

■■ CPG2500 high-precision pressure indicator 
■■ Mains cable 1.5 m with mains plug
■■ Operating instructions
■■ 3.1 Calibration report per DIN EN 10 204

Options

■■ DKD certificated accuracy
■■ 19" rack mount kit
■■ Second pressure sensor integrated
■■ Reference port (for ranges ≥ 1.4 bar)
■■ Barometric reference
■■ IEEE-488.2 interface
■■ Analogue output
■■ Complete test and calibration systems

Accessories

■■ Rugged carrying case
■■ Pressure adapter
■■ Pressure relief valve kit
■■ Interface cable
■■ EasyCal standard calibration software 
■■ Instruments for pressure generation

Products and Services within our Calibration Technology Program
■■ DKD calibration services for pressure
■■ Repair of calibration units of all makes
■■ Portable pressure measuring devices for test and calibra-

tion tasks
■■ Precision pressure measuring units and pressure control-

lers
■■ Primary standards for pressure
■■ Testing technology system solutions

■■ DKD calibration services for temperature
■■ Portable measuring devices and calibrators
■■ Dry well temperature calibrators
■■ Calibration baths and furnaces
■■ Precision thermometers
■■ Primary standards for temperature
■■ Consulting and seminars


