












Serial communication via RS-232 or IEEE-488.2

Automatic calibration using CPC8000 and EasyCal calibration software
The WIKA EasyCal calibration software is used for the calib-
ration (inspection equipment monitoring) of mechanical and 
electronic pressure measuring instruments in accordance 
with DIN ISO 9000ff.

Performance characteristics of EasyCal professional:
■■ A calibration assistant guides you through the calibration
■■ User-friendly interface
■■ Automatic generation of the calibration steps in 

accordance with DIN EN 837-1
■■ Generation of 3.1 certificates in accordance with DIN 

EN 10204
■■ Customer-specific test reports possible (Access Report 

designer)
■■ Calibration data storage and instrument management via 

Access database
■■ Languages: German/English
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Vent. PortSupply High Supply Low Test portRef. Port*

Process connection:
6 mm SWAGELOK® threaded pipe connection

Rear view

Optional adapter

Manual quick-connect adapter 
with threaded insert

Dimensions in mm

Desktop instrument

19" plug-in case

Mains 
input 
socket

Relay outputs

Service outputs

Fan
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Electrical connection

The mains input socket and the digital interfaces (see rear 
view on page 8) may only be connected with specific connec-
tion cables approved for this purpose.

Relay output (three potential-free changeover relays)
■■ Depicted switching state: inactive
■■ Relay contact rating: max. 1 A / DC 30 V
■■ (Contacts 10 to 25 should not be used)

Scope of delivery

■■ CPC8000 precision pressure controller (19" plug-in case)
■■ 1.5 m power cord
■■ Operating instructions
■■ 3.1 calibration certificate per DIN EN 10204

Options

■■ DKD/DAkkS certified accuracy
■■ CPC8000-DL or CPC8000-DX dual-range design 
■■ Instrument in robust desktop case
■■ Barometric reference
■■ Complete test and calibration systems

Accessories

■■ Pressure connection adapter and manual quick-connect 
adapter

■■ Interface cable
■■ EasyCal professional calibration software

Application example

Ordering information
Model / Housing type / Instrument version / Reference pressure sensor 1 / Reference pressure sensor 2 / Barometric reference 
/ Supply voltage / Additional order info
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© 2003 WIKA Alexander Wiegand SE & Co. KG, all rights reserved.
The specifications given in this document represent the state of engineering at the time of publishing.
We reserve the right to make modifications to the specifications and materials.
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