
















Page 9 of 10WIKA data sheet TE 32.04 ∙ 01/2012

Model Design Special features Dimensions Order No.
DIH50, DIH52 with 
field housing

Aluminium DIH50 digital indicator without separate auxiliary 
power supply, automatically rescales to the new 
measuring range and its units via supervision of the 
HART® communication, 5-digit LC display, 20 segment 
bargraph, display rotatable in 10° steps, with explosion 
protection II 1G EEx ia IIC; see data sheet AC 80.10

150 x 127 x 138 mm on request

Adapter Plastic / 
stainless steel

suitable for TS 35 per DIN EN 60715 
(DIN EN 50022) or TS 32 per DIN EN 50035

60 x 20 x 41.6 mm 3593789

Adapter Steel tin 
galvanized

suitable for TS 35 per DIN EN 60715 
(DIN EN 50022)

49 x 8 x 14 mm 3619851

Magnetic quick connector
magWIK

■■ Replacement for crocodile clips and HART® 
terminals

■■ Fast, safe and tight electrical connection
■■ For all configuration and calibration processes

11604328

Model Description Order No.
Model 010031 USB-interface, specifically designed for use with modern notebooks 11025166

Model 010001 RS-232 interface 7957522

Model 010041 Bluetooth-interface [EEx ia] IIC 11364254

Model Description Order No.
FC475HP1EKLUGMT HART® protocol, Li-Ion battery, power supply AC 90 ... 240 V,

without EASY UPGRADE; ATEX, FM and CSA (intrinsically safe)
on request

FC475FP1EKLUGMT HART® protocol, FOUNDATION™ Fieldbus, Li-Ion battery, power supply AC 90 ... 240 V, 
with EASY UPGRADE; ATEX, FM and CSA (intrinsically safe)

on request

MFC4150 HART® protocol, universal power supply, cable set with 250 Ω resistance, with DOF 
upgrade, with Ex-protection

11405333

Model Description Order No.
DTM collection incl. PACTware, contains DTMs for WIKA field devices 12513636

Accessories
WIKA configuration software: free download from www.wika.com

DIH50-F with field housing, adapter

HART® modem

HART® communicator

DTM collection, incl. PACTware
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Ordering information
Model / Explosion protection / SIL specifications / Configuration / Permissible ambient temperature / Certificates / Options


